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DYNAplas ADA 
AIR DETRAINING CONCRETE ADMIXTURE 

DYNAplas ADA is a liquid admixture formulated for the purpose of minimizing foam formation and 

reducing air content in cementitious mixtures such as concrete, mortar, and grouts prior to hardening.  

DYNAplas ADA is useful to counteract the air entrainment caused by admixtures such as water 

reducers and super plasticizers, and is formulated to meet the requirements of ASTM C 494/C 494M 

Type S, Specific Performance admixtures. 

ADVANTAGES 

• Can increase compressive strengths

through a reduction in air content.

• Minimize need to overdesign mixes to

offset strength reduction possible with

variable high air contents.

• Reduces the amount of concrete rejected

due to higher entrained and entrapped air

contents.

• Increases unit weight of concrete.

• Effective for the production of

heavyweight concrete.

• Helps maintain higher densities

• Can be added at the plant or job site

• Helps improve finishing operations of

interior flatwork concrete.

PERFORMANCE 

DYNAplas ADA can be used to control air-

contents below 3%, a common upper limit for 

non-air entrained concrete.  

For intentionally air-entrained concrete, trial 

evaluations should be performed to verify the 

quality of the air-void system to assure freeze-

thaw durability.  

DOSAGE RATE 

DYNAplas ADA is normally used over a dosage 

range of 250ml to 1600 ml per cubic meter. 

As very general rule of thumb, 500 ml/cubic 

meter will lower the air content of concrete 

with air contents of 4 to 8% by 1%. 

DISPENSING AND MIXING 

 DYNAplas ADA can be dispensed using 

standard dispenser systems.   

To assure uniform distribution throughout the 

concrete during batching and mixing, add 

DYNAplas ADA to the initial mix water.  

DYNAplas ADA can also be added at the jobsite 

just prior to discharge by backing the concrete 

up in the drum and dosing DYNAplas ADA on 

top of the concrete. Adding one gallon (4 L) of 

water to help wash SLC ADA into the concrete is 

permitted as long as the specified water-

cementitious materials ratio is not exceeded.  

To ensure consistent and uniform results when 

DYNAplas ADA is added just before discharge 

from a concrete truck, mix the concrete for a 

minimum of 30 revolutions (approximately 2 

minutes). 

STORAGE 

DYNAplas ADA should be stored at 

temperatures above 35 F (2C) degrees. If 

freezing does occur, thaw and restore 

uniformity with mechanical agitation.  
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COMPATIBILITY 

DYNAplas ADA is compatible with a wide range 

of concrete materials including all types of 

Portland cement, class C and F fly ash, silica 

fume, calcium chloride, fibers, and water-

reducing, accelerating and retarding 

admixtures. SLC ADA is suitable for white, 

colored, and architectural concrete.  

PACKAGING 

 DYNAplas ADA is available in 20 liter pails, and 

200 liter drums.  

SHELF LIFE 

The shelf life of DYNAplas ADA is usually 24 

months if stored in cool dry conditions. 

DYNAplas ADA is one of a complete range of 

High Quality Concrete Admixtures, especially 

designed for Tropical Conditions. These include: 

- 

• Plasticisers,

• Superplasticisers,

• Retarders,

• Hydration Stabilisers,

• Accelerators

• Shrinkage Reducing Admixtures,

• Corrosion Inhibiting Admixtures,

• Workability Retention Admixtures

• Underwater Concreting Admixtures

• Admixtures for Block Manufacturers

 DYNAplas ADA is manufactured in Trinidad and Tobago by SCL (Trinidad) Limited 

DISCLAIMER: TO THE BEST OF OUR KNOWLEDGE , THE INFORMATION CONTAINED HEREIN IS ACCURATE.  NO WARRANTY IS EXPRESSED OR 
IMPLIED REGARDING THE ACCURACY OF THE DATA OR THE RESULTS TO BE OBTAINED FROM THE USE OF  THIS INFORMATION. THE SELLER 
ASSUMES NO RESPONSIBILITY FOR INJURY TO BUYER OR THIRD PERSONS CAUSED BY THE  MATERIAL IF PROPER SAFETY PROCEDURES ARE NOT 
ADHERED TO OR IF ABNORMAL USE IS MADE OF THE MATERIAL.   IN NO EVENT WILL THE SELLER BE LIABLE FOR ACCIDENTAL OR CONSEQUENTIAL 
DAMAGES ARISING OUT OF THE USE OF  THIS MATERIAL.

SCL products are guaranteed against defective materials and manufacture and are sold subject to its standard Terms & Conditions of Sale, copies of 
which may be obtained on request. Whilst SCL endeavors to ensure that any advice , recommendations,specification or information it may give is accurate and 
correct,it cannot because it has no direct or continuous control over where or how its products are applied, accept any liability either directly or indirectly 
arising from the use of its products,whether or not in accordance with any advice,specification,recommendation or information given by it.
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