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DYNAplas VMA 
Viscosity Modifying Admixture 

DESCRIPTION 

DYNAplas VMA is a liquid admixture that is 

designed to increase the viscosity of grout, 

mortar, and concrete mixtures, for the purpose 

increasing resistance to segregation, and 

facilitating placement and consolidation.  

BENEFITS 

• Reduces segregation; Controls

bleeding especially with highly

flowable concrete and self-

consolidating concrete.

• Flexibility in mixture proportioning

and batching by off- setting impact

of gap-graded or harsh aggregates.

• Facilitates placement of pervious

and low slump mixes concrete

mixtures through lubricating effect.

• Can reduce pump pressures

especially for concrete with

manufactured aggregates.

• Reduces “Wash-Out” of the Cement

and fines when placing Underwater

Concrete.

 APPLICATIONS 

• Concrete containing “gap-graded”

aggregates

• Lean concrete mixtures

• Concrete containing manufactured

sand

• Pumping and finishing aid.

• Self-Consolidating Concrete (SCC)

• Pervious Concrete

• Underwater Concrete

PERFORMANCE CHARACTERISTICS 

• Setting Time: little to no impact over

dosage range of 65ml to 980 mL/100 kg

of cementitious content.

• Compressive Strength: No impact.

• Workability:

o (a) increases with increasing

dosage of admixture for highly

flowing mixes;

o (b) reduce viscosity for lean,

harsh mixes;

o (c) viscosity can increase if

concrete not agitated prior to

placement. Workability can be

restored by simply remixing.

• Air Content: No impact.

STANDARDS 

DYNAplas VMA is formulated to comply with 

ASTM C 494/C 494M requirements for Type S, 

Specific Performance, admixtures. 

GUIDELINES FOR USE 

Dosage range:  - 65 to 980 mL/100 kg of 

cementitious content 

• Pumping - 65 to 325
mL/100 kg

• Self-consolidating
concrete –196 - 980
mL/100 kg

Dosages outside the recommended range may 

be required depending on variations in concrete 

materials and special applications.  
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MIXING 

Add with the initial mix water or after all other 

concreting ingredients have been batched and 

thoroughly mixed at the batch plant or at the 

jobsite. 

COMPATIBILITY 

Compatible with most admixtures including 

normal, mid-range and high-range water-

reducing admixtures, air-entrainers, 

accelerators, retarders, extended set-control 

admixtures, corrosion inhibitors, and shrinkage 

reducing admixtures.  

Lab and field trials are recommended to ensure 

desired performance. 

STORAGE AND HANDLING 

Protect from freezing because uniform 

composition cannot be restored after thawing.  

DISPENSING: 

The best way of dispensing DYNAplas VMA into 

the mix is by the use of a suitable dispensing 

system such as a direct-feed dispensing system.  

SHELF LIFE: 

Shelf life is usually 6 months if kept in a cool dry 

location, in the original unopened container. 

PACKAGING  

DYNAplas VMA is packaged in 20 Litre pails, 208 

Lit drums, and 1000 Lit totes. 

Health & Safety 
DYNAplas VMA is not considered hazardous. 
However, all standard safety measures should be 
observed, namely, it should not be swallowed, or 
allowed to come into contact with skin and eyes. 
Splashes to the shin should be washed off with 
soap and water. In case of contact with eyes, 
rinse the eyes immediately with copious 
amounts of water and seek medical advice. If 
swallowed, DO NOT INDUCE VOMITING and seek 
immediate medical attention. 
Refer to the MSDS for this product for full safety 
and health information. 

DYNAplas VMA is a Quality Concrete Admixture specially designed for use in the harsh Tropical 
environments of the Caribbean. 

DYNAplas VMA is a product of Trinidad and Tobago 

SCL products are guaranteed against defective materials and manufacture and are sold subject to its standard 

Terms & Conditions of Sale, copies of which may be obtained on request. Whilst SCL endeavors to ensure that any 

advice, recommendations, specification or information it may give is accurate and correct, it cannot, because it has 

no direct or continuous control over where or how its products are used, accept any liability either directly or 

indirectly arising from the use of its products, whether or not in accordance with any advice, specification, 

recommendation or information given by SCL. 
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