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DYNAplas WP-S 
Integral Waterproofing Water Resisting Admixture 

DESCRIPTION 

DYNAplas WP-S is an integral Waterproofing 

admixture, based on Fatty Acids and 

Hydrophobic ingredients. It is a white liquid, 

instantly dispersible in water, that improves the 

water resistance, and reduces the porosity of 

structural concrete. 

DYNAplas WP-S Can be used in any concrete for 

the production of water resistant, water 

repellant, or water retaining structures. 

ADVANTAGES 

• Liquid – Easily dispensed

• Easily & quickly disperses thoroughly in

the concrete

• Reduces Porosity

• Reduces Permeability

• Economical

STANDARDS 

DYNAplas WP-S meets and exceeds ASTM C-494 

Type S. 

PROPERTIES 

Appearance :- White Liquid 

S.G. :- 1.05 

DOSAGES 

SCL always advises that lab trials, using the 

materials and ambient conditions to be found on 

site are performed and approved before use. 

As a Guide, Dosage rates are 1% to 2% by weight 

of cementitious materials. 

Overdosing with DYNAplas WP-S may result in 

increased workability and extreme overdosing 

may result in higher air content and lower 

ultimate strengths. 

DESIGN NOTES 

All concrete admixtures are designed to improve 

well designed concrete mixes. THEY ARE NOT 

DESIGNED TO MAKE BAD CONCRETE GOOD. 

Although the use of DYNAplas WP-S will improve 

the water resistance of all concretes, it is 

designed to be used with a well-designed, 

structural concrete mix. 

To design a water tight concrete mix, it is 

generally understood that the mix needs to have 

a minimum cement content of above 350 - 400 

kg/M3, as well as a water cement ratio of below 

0.5. 

The use of DYNAplast Superplasticizers will assist 

in achieving a low water Cement Ratio with good 

workability. 

PACKING and SHELF LIFE 

DYNAplas WP-S is supplied in 1000-liter, 210 

liter and 201-liter packs. 

Shelf life is 12 months if stored in cool dry 

conditioned in the original unopened container. 

DYNAplas WP-S is manufactured in Trinidad by SCL (Trinidad) Limited, and is one of a complete range of 

Quality Concrete Admixtures which include, Plasticizers, Superplasticizer’s, Retarders, Viscosity Modifiers, 

Shrinkage Reducing Admixtures etc. 
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SCL products are guaranteed against defective materials and manufacture and are sold subject to its  standard Terms & 

Conditions of Sale, copies of which may be obtained on request. Whilst SCL endeavors to ensure that any advice, 

recommendations, specification or information it may give is accurate and  correct, it cannot, because it has no direct or 

continuous control over where or how its products are used, accept any liability either directly or indirectly arising from the 

use of its products, whether in accordance with any advice, specification, recommendation or information given by SCL. 
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